
> > > > > > > Mobile Performance

Thin and powerful
Over the years your notebook computer has slimmed down and become more 
functional.  Now, thanks to the new ASK Proxima M8 slim projector, your 
laptop has a worthy travel companion.  This extremely powerful, ultra-portable 
projector is the latest innovation from ASK Proxima with an industry-leading 
2000 lumens and an 1800:1 contrast ratio, all in a unique briefcase-friendly 
design.  At it’s core, the M8 incorporates the latest DLP® imaging chipset, 
which promotes breathtaking image clarity and longevity without any filters to 
clean – ever.

Flat-out impressive
Slip the M8 out of the included soft-case, lay it on the table and show off your 
brilliant presentation!  Engineered with an extraordinarily adjustable 1.4x zoom 
lens, the M8 will create the perfect image at any size; from 15-300 inches!  
This remarkable flexibility allows each user to go from the smallest of meeting 
rooms to the largest.  Relish the superb image quality of the M8’s native XGA 
resolution, gone are the days of “downscaled resolution” as this new mobile 
projector keeps up with anything your laptop and mobile device display.  
Featuring a composite video input, VGA port, and component video with VGA 
adapter you can go from data source to video in a matter of seconds, all in 
high-resolution.

Cool & quiet
Every time you take the M8 out of your briefcase you’ll amaze yourself and 
your audience.  Utilizing a dual-chamber cooling system every image will be 
clear and free of distortion while the quiet-running high pressure fan will allow 
pictures to speak for themselves.

Thin and Powerful

Get more out of your meeting with 
true digital video quality.

An ultra-slim 1.69”h profile is 
amazingly portable, especially in 

your briefcase. 
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Outshine everyone.
● 2000 max ANSI lumens will illuminate your presentations in 

any room, no matter how well-lit.
● Motorized internal micro-adjust zoom and focus allow for the 

finest image alignment.
● VGA interface and composite video inputs make for easy 

connectivity.
● DLP® XGA display chipset provides brilliant, reliable images.
● Full-featured remote control with unique DLP-based pointer 

system, motorized zoom and focus adjustments.

Optional Accessories
Projection Screens
High Performance Digital Cables
Cable Adapters
Briefcase and Rollercase
Security Lock

SERIOUS COMMITMENT
ASK Proxima’s dedication to quality and customer satisfaction 
is reflected in service options that will bring you a greater 
return on your investment. ASK Proxima projectors come with 
a standard two-year limited factory warranty, including parts 
and labor, a 90-day or one-year accessory warranty, and a five-
month lamp replacement warranty. Our customer support offers 
you premium service and convenience, whatever your needs.

For service program details in your region, please visit:  
www.infocus.com/service/service_offerings
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TECHNICAL SPECIFICATIONS*

		
Native Resolution		  XGA (1024 x 768)**
Display Technology		  0.55" DLP DMD
Input Sources		  VGA; Component Video with VGA adapter; Composite Video
Output Sources		  N/A
Computer Compatibility	 VGA, SVGA, XGA, SXGA***
Video Compatibility		  NTSC/PAL/PAL-N/PAL-M/PAL60/SECAM
Brightness		  2000 ANSI lumens
Contrast Ratio		  1800:1
Number of Colors		  16.7 million
Brightness Uniformity		  N/A
H-Synch Range		  31 – 69 KHz
V-Synch Range		  60 – 85 Hz
Digital Keystone Correction	 +/- 30 degrees vertical correction
Standard Projection Lens 	 Zoom lens with motorized focus and motorized zoom adjustment 
     Zoom Ratio		  1.4:1   (distance/image  width) 
     Throw Ratio 		  1.7:1  -  2.4:1
Minimum Projection Distance	 2.8 feet
Lens Shift		  N/A
Aspect Ratio		  4:3
Image Size (diagonal)		  15” – 300”
Projection Methods		  Front, rear
Audio		  N/A
Control		  Projector keypad; IR remote control
Lamp		  200w high pressure mercury; 2000 hr lamp life****
Product Dimensions		  1.7” x 10.6” x 7.8” / 4.3cm x 26.9cm x 19.9cm
Product Weight		  3.9 lbs / 1.8 kg
Product Color		  Black
Shipping Weight		  8.8 lbs / 4 kg 
Shipping Dimensions		  3.75 x 28.5 x 17.5 cm / 14.75" x 11.25" x 7" 
Power Consumption		  Normal: 260W; Eco: 210 W
Power Supply		  AC100 to 240V; 50/60Hz
Operating Temperature	 0 degrees C – 40 degrees C (32 degrees F – 104 degrees F);  
		  90% maximum humidity
Ships with		  Wireless remote; AC cord; RGB cable; User’s Guide; CD-ROM;  
		  soft case and accessories pouch
Menu Languages		  English, German, Spanish, French, Italian, Swedish, Japanese,  
		  Simple Chinese, Korean
Audible Noise		  38dBA; eco: 34dBA
Approvals		  UL/cUL; GOST; CCC; Nemko/GS; NOM; C-tick;  
		  FCC class A; CE; IRAM; MIC EK; (W120)
Security		  Kensingston lock

	

	 *	All specifications subject to change
	 **	Some resolutions may require Component/Vesa adapter
	***	Resolution support may be product specific	
	****Actual lamp life may vary based on the ambient environment. Conditions that may affect  
	 	  lamp life include temperature, altitude, and rapidly switching the projector on and off.


